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INSTALLATION2

DUCTING

NEVER exhaust air or terminate duct work into spaces between walls, crawl spaces, ceiling, 
attics or garages.  All exhaust must be ducted to the outside.

Use Metal ductwork only.

Fasten all connections with sheet metal screws and tape all joints w/ certified Silver Tape or 
Duct Tape.

Some Ducting Options:

WARNING: FIRE HAZARD 

side wall cap
w/ gravity damper

Soffit or crawl space

Roof Pitch w/ 
Flashing & Cap

side wall cap
w/ gravity damper

Soffit 6" to 3-1/4 x 10" elbow
adaptor.

Air register

Ductless Re-circulating option



INSTALLATION

DUCTING

6" to 3-1/4 x 10" elbow
adaptor.

Air Diverting Kit

Air register

Ductless Re-circulating option

Ductless Re-circulating option

Crawl space
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INSTALLATION

SPECIFICATIONS

ELECTRICAL

Cable Lock

WARNING:
All Electrical work must by performed by qualified electrician or person with similar 
technical know how and background.
For personal safety, remove house fuse or open circuit breaker before beginning installation.
Do not use extension cord or adapter plug with this appliance. Follow National electrical 
codes or prevailing local codes and ordinances.

Electrical Supply:
This appliance requires a 120V 60Hz electrical supply., and connected to an individual, 
properly grounded branch circuit, protected by a 15 or 20 ampere circuit breaker or time delay 
fuse.  Wiring must be 2 wire w/ ground.  Please also refer Electrical Diagram labeled on 
product.

Cable Lock:
A cable locking connector (not 
supplied) might also required by 
local codes.  Check with local 
requirements and codes, purchase 
and install appropriate connector if 
necessary.

13-3/4"C/L

8-1/2"3-5/8"

7-3/4"

2"

7"

33.89"

23.11"

31.1"

3/4" Elec. K.O.

Wall mount bracket
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Mounting the Range Hood

1.  Mark hood center on Center hood on wall.

2. Mark and Install Wall Mount Bracket to 
Wall.  (For hollow drywall, use E-Z 
Anchors, please see next page)

3. Fasten hood onto Wall Mount Bracket 
with screws provided.

INSTALLATION

INSTALLATION

33
-7

/8
"

31
-7

/8
"

27
-7

/8
"

Wall Mount Bracket

Wall Mount Bracket

EZ ANCHORS (See next page)
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INSTALLATION

INSTALLATION

EZ ANCHORS
Tap EZ anchor tip into marked drywall 
locations, turn with screwdriver until seated 
flush.

Note: Whenever possible, the hood should 
be secured to wall studs.
Use EZ anchors provided only on hollow 
drywall applications (minimum drywall 
thickness ½”).  If a stud or wood surface is 
present, fasten anchors with screws directly 
into stud or plywood.  For all other wall 
types (concrete, brick, tiles etc.), use 
appropriate anchors for mounting.

6





      Blower On/Off
By pressing       , the blower is switched On and Off.  When switched on, the blower starts up on 
speed level 3.

Speed Selection
The 6 speed levels are selected by pressing        to decrease and        to increase speed level.  The 
display indicates level selected.

Delay Off
This is used for programmed shut down of blower and lights 15 minutes after the function is 
activated.  Press          once, a dot flashes in the lower right hand side of display             indicating 
the function is on.  The hood will completely shut down in 15 minutes.

Lights On/Off/ Dim
Switch lights On and Off by pressing key          once.  To dim lights, press and hold-       for 2 
seconds.

Advance Display Functions

Filters Clean Reminder (Metal):
After every 30 hours of use, the display will start flashing an             reminding you to clean the 
metal filters from residue and possible clogs.

The standard Metal Filters fitted are required to be cleaned frequently and as recommended in 
order to maintain blower efficiency.  If  improperly maintained, residue from cooking will sift 
through filters and cause damage to hood blowers and other sensitive components; and possibly 
clog duct work and creates fire hazard.

Filters Change Reminder (Carbon, if fitted):
When your hood is installed as a 'Purifying' (Ductless Recirculating) unit, it is fitted with a set of 
Carbon Filters to purify exhaust and fumes from cooking, and re-circulates the air within the home.
These Carbon Filters are required to be replaced after every 120 hours of use.  The Filter Change 
Reminder function in the microprocessor needs to be switched on.  The microprocessor in the 
controls when set, will elapsed and count usage time and indicate when carbon filter replacement is 
needed every 120 hrs.

FEATURES & CONTROLS

TOUCH CONTROLS & FEATURES

Blower On/Off

Adjust 6 Speed Levels
15 Min Delay Off

Lights On/Off/ Hold to Dim

Display (Speed level, Delay Off Indicator, Filter Clean/ Change)

1

1

2

2

3

3

4

4

5

5
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FEATURES & CONTROLS

CONTROLS: FILTER CHANGE INDICATOR (Carbon Filters)

Filter Change Reminder (Carbon, if fitted):
When your hood is installed as a 'Purifying' (Ductless Recirculating) unit, it is fitted with 
a set of Carbon Filters to purify exhaust and fumes from cooking, and re-circulates the air 
within the home.  These Carbon Filters are required to be replaced after every 120 hours 
of use.  The Filter Change Reminder function in the microprocessor needs to be 
switched on.  The microprocessor in the controls when set, will elapsed and count
usage time and indicate by a flashing            when carbon filter replacement is needed 
every 120 hrs.

Setting the Filter Change Reminder:
When Off, hold         for approx. 5 seconds.

The display will change from

(exhaust mode) to , (purifying mode/ 

carbon filters used) this indicates that the 

elapse timer function is switched on and 

Carbon Filters are used.

Filter Replace Indicator:
When the display           starts flashing, the 

Carbon Filters requires replacement after 

120 hours of use.

Re-setting Function:
Once filters are replaced, with hood off, 

press and hold         , the display will appear; 

hold for approximately 5 seconds until

on display disappears           .  The Filter 

Change Reminder is now re-set and a new 

120 hours elapse cycle is initiated.

hold 5 secs.

hold 5 secs.

display from <--> to <C>

display from <C> to <  >

display <C> flashes

Set Mode

Change Filters

To Reset
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FEATURES & CONTROLS

CONTROLS: FILTER CLEAN INDICATOR (Metal Filters)

Filter Clean Reminder (Standard Metal Filters fitted)
Whether your hood is installed as an Exhaust or Purifying unit, a set of metal filters are 

fitted by the factory.  These Metal Filters are intended to filter out residue from cooking.

It need not be replaced on a regular basis but are required to be kept clean.   The Filter

Clean Reminder function in the microprocessor will automatically indicate by a flashing
                 when the metal filters are needed to be cleaned after every 30 hrs. of use.

Filters can be cleaned by hand or in a dishwasher with non-abrasive soap.  Heavily soiled 

filters should also be soaked in grease cutting detergent such as '409' or its equivalent, 

prior to cleaning.

Filter Clean Reminder:
When              flashes on display, the metal 

filters installed are required to be cleaned.

This will occur after every 30 hours of use.

Re-setting Function:
Reset the Filter Clean Reminder timer when 

filters are cleaned and re-installed.  Press 

and hold          for approx. 5 seconds, the 

display will appear; hold for approximately 

5 seconds until             on display disappears
            . The Filter Clean Reminder function 

is now re-set and a new 30 hours elapse 

cycle is initiated.

hold 5 secs. display from <C> to <  >

display <A> flashes
Clean Filters

To Reset
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MAINTENANCE

LIGHTS

Make sure all power is turned off and 
bulbs are not hot.

Carefully pry trim (w/ glass) off the socket 
module.

Replacement bulb w/ 12V 20W type 
bulbs.

Replacing Light Bulbs

CAUTION: Light bulb becomes extremely hot when turned on.
DO NOT touch bulb until switched off and cooled.  Touching hot bulbs 

could cause serious burns.
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WARRANTY

TO OBTAIN SERVICE UNDER WARRANTY:
You must present proof of original purchase date.

Please keep a copy of your dated proof of purchase (sales slip) in order to 
obtain service under warranty.

One Year Service Repair Warranty:

For one year from date of original purchase, we will provide free of charge, service labor to 
repair any failed parts or components due to manufacturing defects.

Two Years Parts Warranty:

For two years from date of original purchase, we will provide free of charge, non-
consumable replacement parts or components that failed due to manufacturing defects.

Consumable parts not covered by this warranty include:  Light Bulbs, Metal and Carbon 
Filters.

Who is Covered:

This warranty is extended to the original purchaser for products purchased for ordinary 
home use in the 48 mainland states, Hawaii and Washington D.C.

In Canada and Alaska, this warranty is Limited.  There might be costs associated with 
shipping the products to our designated service locations or you might need to pay service 
technician's travel costs, to have the appliance repaired in-home.

This Warranty will be Voided when:

Product damaged through negligence, misuse, abuse, accident.

Improper installation and failure to follow installation instructions.  When product is used 
commercially or other than its intended purpose.

Damaged because of improper connection with equipment of other manufacturers.

Repaired or modified by anyone other than Zephyr's Authorized Agents.

What is Not Covered:

Consumable parts such as light bulbs, filters, and fuses.

Services outside of service area and the labor cost incurred in connection with the removal, 
shipping and reinstallation cost, nor does it cover any other contingent expenses.

The natural wear of finish, and wear due to improper maintenance, use of corrosive and 
abrasive cleaning products, pads, and oven cleaner products.

Chips, dents or cracks due to abuse, misuse, freight damage, or improper installation.

Service trips to your home to teach you how to use the product.

Damage of product caused by accident, fire, floods or act of God.

This warranty is valid in the United States and Canada. It is non-transferable and applies only to the 
original purchaser and does not extend to subsequent owners of this product.  Any applicable implied 
warranties, including the warranty of merchantability, are limited in duration to a period of express 
warranty as provided herein beginning with the date of original purchase at retail and, no warranties, 
whether express or implied, shall apply to this product thereafter.
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