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Installation Dimensions

Installing the Drain

CAUTION
PLEASE READ all instructions completely 
before attempting to install or operate the unit. 
All ice makers require a connection to the 
water supply and improper hook-up can result 
in substantial property damage! All water 
and drain connections MUST BE made by a 
licensed/qualified plumbing contractor. Failure 
to follow recommendations and instructions 
may result in damage and/or harm.

CAUTION
Plumbing installation must observe all 
state and local codes. All water and drain 
connections MUST BE made by a licensed/
qualified plumbing contractor. Failure to follow 
recommendations and instructions may result 
in damage and/or harm.

Model EI15IM55GS can be installed using a gravity 
drain or the Electrolux EIMP60, optional drain 
pump kit.

Follow these guidelines when installing drain lines 
to prevent water from flowing back into the ice 
maker storage bin and/or potentially flowing onto 
the floor causing water damage:
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Connecting a Drain Pump
If a gravity drain connection is not available, we 
strongly recommend the use of the Electrolux 
EIMP60 drain pump. The Electrolux EIMP60 
drain pump is available through your Dealer, or 
direct from Electrolux with complete installation 
instructions. If a pump other than the Electrolux 
EIMP60 drain pump is to be used, it must meet the 
following specifications:

120 VAC, 3-wire grounded power cord.

dimensions of 8-3/4” wide x 5-3/4” deep x 
7-3/4” high.

gallons per hour at 10 feet of lift.

allow water leakage in the case of a power 
outage, restricted drain or pump failure.

line to prevent waste water return to the 
pump.

which will shut off power to the ice maker in 
the event of a pump failure.

of 50°F to 110°F (10°C to 43°C).

CAUTION
In the event of a power outage, restricted drain 
or pump failure, the failure to use the 

the above listed specifications, could result 
in substantial water leakage and pooling with 
severe and costly water damage and related 
consequential damages and harm.


