
30” Marvel Standard 
Efficiency Single Zone Wine 
Cellar
Model # 8SWCE****

•  MARVEL Prime™ Controls allow you to set cabinet temperature 
from 40°F to 65°F 

•  Thermal-efficient cabinet ensures optimum wine preservation and 
energy efficiency while maximizing capacity

•  Tinted, UV-resistant dual pane glass door protects wine from 
damaging ultra-violet light

•  White incandescent display lighting and midnight black interior

•  Natural maple shelf fronts are stainable to match cabinetry

•  Roller-glide shelf system

•  Close Door Assist System™ gently and automatically closes door

•  Sleek stainless steel door, designer handle and adjustable black toe 
grill

•  Vibration Neutralization System™ protects wine from agitation

•  4” black adjustable toe kick

Storage Capacity  

Up to 68 bottles total  

Shelving Configuration 

(6) 10-bottle rollout wine racks 
(1) 8-bottle wine cradle

Product Dimensions 

29⅞” W x 33¾” minimum H x 241/16” D
(including handle)

Finish/Door Options

BlackStainless Steel Wood Overlay
(Panel Ready)

Ordering Details
Stainless Frame Glass Door,  
Right Hinge

8SWCE-BS-G-R

Stainless Frame Glass Door,  
Left Hinge

8SWCE-BS-G-L

Stainless Frame Glass Door with Lock, 
Right Hinge

8SWCE-BS-G-LR

Stainless Frame Glass Door with Lock, 
Left Hinge

8SWCE-BS-G-LL

Black Frame Glass Door, Right Hinge 8SWCE-BB-G-R

Black Frame Glass Door, Left Hinge 8SWCE-BB-G-L

Panel Overlay Frame Glass Door,  
Integrated Right Hinge

8SWCE-BD-R

Panel Overlay Frame Glass Door,  
Integrated Left Hinge

8SWCE-BD-L

No panel installation kit required.



Width 29 ⅞"

Interior Finish Black

Capacity Up to 68 wine bottles

Shelving System Side mount - tray

Shelf Fronts Natural Maple

Other Storage NA

Interior Lighting 1 incandescent bulb

Toe Grill Finish Black

Hinge Classic Hinge

Handle Designer

Control Type Marvel Prime™

Temperature Range 40° - 65° F

Lock NA

Electrical Requirements 120V / 60Hz / 15A

Length of Power Cord 5'

Product Dimensions 29 ⅞" W x 33 ¾" H x 22" D

Depth to Front of Door 24 1/16"

Depth to Handle 26"

Depth with door at 90° 52 31/32"

Shipping Weight 191 lbs

Finishes SS, B, O

Vacation /  
Sabbath Mode

NA

Agency Approvals CSA

Energy Star Certified

Finishes Key

SS = Stainless Steel
B = Black
O = Overlay

30" Rough-In Dimensions

"A" "B" "C"

30" 
(76.2 cm)

34" to 35"
(86.4 cm to 88.9 cm)

24"
(61 cm)

"A"

"B"

"C"

ROUGH IN OPENING DIMENSIONS FOR 8SWCE GLASS DOOR

DIMENSIONS FOR 8SWCE GLASS DOOR

30” (76.2 cm)

*24” (61 cm)
standard cabinet 

depth

* Depth dimension may vary depending on
   each individual installation.

Electrical Requirements: A grounded 115 volt, 15 
amp dedicated circuit is required. 

Power outlet can be located in the back wall behind 
unit. Add 1” to depth for thickness of plug, or recess 
outlet 1” into the wall. Power outlet can also be in-
stalled in adjacent cabinetry with a cutout for rout-
ing of power cord. Follow all local building codes 
when installing electrical and unit.
Product weight = 172 lbs. (78.2 kg.)

297/8”
(75.9cm)

3” to 4”
(7.6 to 10.2cm)

22”
(55.9cm)

26”
(66.0cm)

5231/32”
(134.5cm)

333/4” to 343/4”
(85.7 to 88.3cm)

3123/32”
(80.6cm)

241/16”
(61.1cm)
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** 34” to 35”
(86.4 to 88.9cm)

** Minimum rough in opening required is to be
      larger than the adjusted height of the cabinet.



Overlay Panels

For comprehensive installation instructions,  
please visit www.marvelrefrigeration.com

FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS

Figure 8

Door should be 
parallel to top 
and sides of 
refrigerator.

Step 2: Remove door
Remove the top hinge pin from the hinge with an 1/8” allen 
wrench. Remove the door by angling the top of the door out-
ward and lifting the door off the bottom hinge.
(See detail in Figure 8).

Step 3: Remove gasket
Lay the door on its front being careful not to scratch it. Remove 
the door gasket by peeling up and out of the channel.

Step 4: Cut overlay panel
Depending on the wine cellar model cut the overlay panel to the 
dimensions shown. Use Figure 9 and Table A for solid door mod-
els or use Figure 10 and Table B for glass door models.

H

W

Front of
overlay
panel

Figure 9

NOTE

NOTE

For overlay with lock option panel thickness to be 
3/4” (19mm) maximum to 5/8” (16mm) minimum.

Weight of the overlay panel should not exceed 20 pounds (9.1 
kilograms).

For the door to close properly it is necessary to maintain a 
minimum space of 9/32” (7mm) between the door and cabinet 
flange (see Figure 8). This space can be adjusted by adjusting the 
top and bottom hinge adapter brackets.

Hinge adapter bracket lo-
cated  on the top and bottom 
of the door. 

Remove top 
hinge pin to re-
move the door.
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Step 1: Verify door alignment
Verify that the door is aligned correctly with the cabinet prior 
to fabricating the custom panel. Failure to do so could result in 
mis-alignment of the custom panel with the hinge bracket. The 
door should be parallel to the sides and top of the refrigerator. 
If alignment is necessary the door may be adjusted by loosen-
ing the 2 screws which secure the upper and/or lower hinge 
adapter brackets, located on the top and bottom of the door, 
and adjusting the door side to side. Use a 5/32” allen wrench for 
this procedure. (See Figure 8 below). When finished aligning the 
door, tighten the screws securely.

W

Front of
overlay
panel Figure 10

1-23/32”
(38.77cm)

Typical 4
Sides

Glass Door Models

H

FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS

Figure 8

Door should be 
parallel to top 
and sides of 
refrigerator.

Step 2: Remove door
Remove the top hinge pin from the hinge with an 1/8” allen 
wrench. Remove the door by angling the top of the door out-
ward and lifting the door off the bottom hinge.
(See detail in Figure 8).

Step 3: Remove gasket
Lay the door on its front being careful not to scratch it. Remove 
the door gasket by peeling up and out of the channel.

Step 4: Cut overlay panel
Depending on the wine cellar model cut the overlay panel to the 
dimensions shown. Use Figure 9 and Table A for solid door mod-
els or use Figure 10 and Table B for glass door models.

H

W

Front of
overlay
panel

Figure 9

NOTE

NOTE

For overlay with lock option panel thickness to be 
3/4” (19mm) maximum to 5/8” (16mm) minimum.

Weight of the overlay panel should not exceed 20 pounds (9.1 
kilograms).

For the door to close properly it is necessary to maintain a 
minimum space of 9/32” (7mm) between the door and cabinet 
flange (see Figure 8). This space can be adjusted by adjusting the 
top and bottom hinge adapter brackets.

Hinge adapter bracket lo-
cated  on the top and bottom 
of the door. 

Remove top 
hinge pin to re-
move the door.

9/32”
(7mm)

Model W H

3SWCE 14-5/8”
(37.13cm)

30-5/16”
(76.99cm)

6SWCE 23-5/8”
(59.99cm)

30-5/16”
(76.99cm)

Table A
Solid Door Models

Solid Door Models

19

Step 1: Verify door alignment
Verify that the door is aligned correctly with the cabinet prior 
to fabricating the custom panel. Failure to do so could result in 
mis-alignment of the custom panel with the hinge bracket. The 
door should be parallel to the sides and top of the refrigerator. 
If alignment is necessary the door may be adjusted by loosen-
ing the 2 screws which secure the upper and/or lower hinge 
adapter brackets, located on the top and bottom of the door, 
and adjusting the door side to side. Use a 5/32” allen wrench for 
this procedure. (See Figure 8 below). When finished aligning the 
door, tighten the screws securely.

W

Front of
overlay
panel Figure 10

1-23/32”
(38.77cm)

Typical 4
Sides

Glass Door Models

H

FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS

Figure 8

Door should be 
parallel to top 
and sides of 
refrigerator.

Step 2: Remove door
Remove the top hinge pin from the hinge with an 1/8” allen 
wrench. Remove the door by angling the top of the door out-
ward and lifting the door off the bottom hinge.
(See detail in Figure 8).

Step 3: Remove gasket
Lay the door on its front being careful not to scratch it. Remove 
the door gasket by peeling up and out of the channel.

Step 4: Cut overlay panel
Depending on the wine cellar model cut the overlay panel to the 
dimensions shown. Use Figure 9 and Table A for solid door mod-
els or use Figure 10 and Table B for glass door models.

H

W

Front of
overlay
panel

Figure 9

NOTE

NOTE

For overlay with lock option panel thickness to be 
3/4” (19mm) maximum to 5/8” (16mm) minimum.

Weight of the overlay panel should not exceed 20 pounds (9.1 
kilograms).

For the door to close properly it is necessary to maintain a 
minimum space of 9/32” (7mm) between the door and cabinet 
flange (see Figure 8). This space can be adjusted by adjusting the 
top and bottom hinge adapter brackets.

Hinge adapter bracket lo-
cated  on the top and bottom 
of the door. 

Remove top 
hinge pin to re-
move the door.

9/32”
(7mm)

Model W H

3SWCE 14-5/8”
(37.13cm)

30-5/16”
(76.99cm)

6SWCE 23-5/8”
(59.99cm)

30-5/16”
(76.99cm)

Table A
Solid Door Models

Solid Door Models

19

Step 1: Verify door alignment
Verify that the door is aligned correctly with the cabinet prior 
to fabricating the custom panel. Failure to do so could result in 
mis-alignment of the custom panel with the hinge bracket. The 
door should be parallel to the sides and top of the refrigerator. 
If alignment is necessary the door may be adjusted by loosen-
ing the 2 screws which secure the upper and/or lower hinge 
adapter brackets, located on the top and bottom of the door, 
and adjusting the door side to side. Use a 5/32” allen wrench for 
this procedure. (See Figure 8 below). When finished aligning the 
door, tighten the screws securely.

W

Front of
overlay
panel Figure 10

1-23/32”
(38.77cm)

Typical 4
Sides

Glass Door Models

H

FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS

Figure 8

Door should be 
parallel to top 
and sides of 
refrigerator.

Step 2: Remove door
Remove the top hinge pin from the hinge with an 1/8” allen 
wrench. Remove the door by angling the top of the door out-
ward and lifting the door off the bottom hinge.
(See detail in Figure 8).

Step 3: Remove gasket
Lay the door on its front being careful not to scratch it. Remove 
the door gasket by peeling up and out of the channel.

Step 4: Cut overlay panel
Depending on the wine cellar model cut the overlay panel to the 
dimensions shown. Use Figure 9 and Table A for solid door mod-
els or use Figure 10 and Table B for glass door models.

H

W

Front of
overlay
panel

Figure 9

NOTE

NOTE

For overlay with lock option panel thickness to be 
3/4” (19mm) maximum to 5/8” (16mm) minimum.

Weight of the overlay panel should not exceed 20 pounds (9.1 
kilograms).

For the door to close properly it is necessary to maintain a 
minimum space of 9/32” (7mm) between the door and cabinet 
flange (see Figure 8). This space can be adjusted by adjusting the 
top and bottom hinge adapter brackets.

Hinge adapter bracket lo-
cated  on the top and bottom 
of the door. 

Remove top 
hinge pin to re-
move the door.

9/32”
(7mm)

Model W H

3SWCE 14-5/8”
(37.13cm)

30-5/16”
(76.99cm)

6SWCE 23-5/8”
(59.99cm)

30-5/16”
(76.99cm)

Table A
Solid Door Models

Solid Door Models

19

Step 1: Verify door alignment
Verify that the door is aligned correctly with the cabinet prior 
to fabricating the custom panel. Failure to do so could result in 
mis-alignment of the custom panel with the hinge bracket. The 
door should be parallel to the sides and top of the refrigerator. 
If alignment is necessary the door may be adjusted by loosen-
ing the 2 screws which secure the upper and/or lower hinge 
adapter brackets, located on the top and bottom of the door, 
and adjusting the door side to side. Use a 5/32” allen wrench for 
this procedure. (See Figure 8 below). When finished aligning the 
door, tighten the screws securely.

W

Front of
overlay
panel Figure 10

1-23/32”
(38.77cm)

Typical 4
Sides

Glass Door Models

H

FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS

Figure 8

Door should be 
parallel to top 
and sides of 
refrigerator.

Step 2: Remove door
Remove the top hinge pin from the hinge with an 1/8” allen 
wrench. Remove the door by angling the top of the door out-
ward and lifting the door off the bottom hinge.
(See detail in Figure 8).

Step 3: Remove gasket
Lay the door on its front being careful not to scratch it. Remove 
the door gasket by peeling up and out of the channel.

Step 4: Cut overlay panel
Depending on the wine cellar model cut the overlay panel to the 
dimensions shown. Use Figure 9 and Table A for solid door mod-
els or use Figure 10 and Table B for glass door models.

H

W

Front of
overlay
panel

Figure 9

NOTE

NOTE

For overlay with lock option panel thickness to be 
3/4” (19mm) maximum to 5/8” (16mm) minimum.

Weight of the overlay panel should not exceed 20 pounds (9.1 
kilograms).

For the door to close properly it is necessary to maintain a 
minimum space of 9/32” (7mm) between the door and cabinet 
flange (see Figure 8). This space can be adjusted by adjusting the 
top and bottom hinge adapter brackets.

Hinge adapter bracket lo-
cated  on the top and bottom 
of the door. 

Remove top 
hinge pin to re-
move the door.

9/32”
(7mm)

Model W H

3SWCE 14-5/8”
(37.13cm)

30-5/16”
(76.99cm)

6SWCE 23-5/8”
(59.99cm)

30-5/16”
(76.99cm)

Table A
Solid Door Models

Solid Door Models

19

Step 1: Verify door alignment
Verify that the door is aligned correctly with the cabinet prior 
to fabricating the custom panel. Failure to do so could result in 
mis-alignment of the custom panel with the hinge bracket. The 
door should be parallel to the sides and top of the refrigerator. 
If alignment is necessary the door may be adjusted by loosen-
ing the 2 screws which secure the upper and/or lower hinge 
adapter brackets, located on the top and bottom of the door, 
and adjusting the door side to side. Use a 5/32” allen wrench for 
this procedure. (See Figure 8 below). When finished aligning the 
door, tighten the screws securely.

W

Front of
overlay
panel Figure 10

1-23/32”
(38.77cm)

Typical 4
Sides

Glass Door Models

H

FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS

Material Type Pilot Hole for #8 Wood Screw
Hardwood 1/8” (3.2mm) Diameter. Pilot Hole
Softwood 7/64 (2.8mm) Diameter. Pilot Hole

Table C

If your refrigerator has a door lock proceed to Step 7. If your 
refrigerator does not have a door lock proceed to Step 9.

NOTE

Step 7: Mark and drill lock hole.
Locate and mark with a pencil the location of the lock hole on 
the overlay panel, this is the hole  in the top corner of the handle 
side of the door. Remove the clamp and remove the overlay 
panel from the door. On the backside of the panel where you 
marked the lock location drill a 13/16” (20.5mm) diameter 
counter bore 7/16” (11.0mm) deep into the overlay panel. Drill a 
15/32” (12.0mm) diameter hole through the overlay panel cen-
tered on the counter bore being careful not to splinter the wood 
on the face side of the panel. (See Figure 12).

Step 8: Assemble the lock parts
Two (2) lock extensions are supplied with the lock. Use the lon-
ger extension for a 3/4” thick overlay panel and the shorter one 
for a 5/8” thick panel. Assemble the lock extension, cam stop 
washer, spring washer, and set screw  to the lock as shown in 
Figure 12 and 13. Install this assembly into the overlay panel and 
secure with the retaining nut using a 15mm socket. Make sure 
the key slot in the lock is vertical.
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Step 5: Drill hinge clearance holes in overlay panel
Set the overlay panel on the door front, align the edges, and 
clamp together. Clamp the panel firmly but be careful not to 
damage the door or the panel. Mark center of hinge adapter 
hole on wood panel, top and bottom. (See Figure 11). Remove 
wood panel from door and drill 5/16” (8mm) diameter clearance 
holes into the overlay panels 3/4” (20mm) deep. These will be 
clearance holes for the top and bottom hinge pins. 

This is also a convenient time to locate and drill the holes for 
your handle. Most often the handle is to match that of the sur-
rounding cabinetry. If your handle attaches from the back-side 
of the custom panel, locate the mounting holes while the panel 
is attached to the door and cabinet. After the panel is removed 
from the door, drill the mounting holes from the front, to the 
recommended diameter of the handle manufacturer. Counter 
bore the back-side of the panel so the screw heads do not inter-
fere with the surface of the door.

Step 6: Drill panel mounting holes
Re-clamp the panel to the door per step 5 and drill the screw 
pilot holes for attaching the overlay panel to the door. Select 
the size of the hole from Table C. Be careful not to drill the pilot 
holes through the overlay panel, (1/2” (12.7mm) deep for 3/4” 
(19mm) and 5/8” (15.7mm) panels ).

FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS
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the key slot in the lock is vertical.
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Step 5: Drill hinge clearance holes in overlay panel
Set the overlay panel on the door front, align the edges, and 
clamp together. Clamp the panel firmly but be careful not to 
damage the door or the panel. Mark center of hinge adapter 
hole on wood panel, top and bottom. (See Figure 11). Remove 
wood panel from door and drill 5/16” (8mm) diameter clearance 
holes into the overlay panels 3/4” (20mm) deep. These will be 
clearance holes for the top and bottom hinge pins. 

This is also a convenient time to locate and drill the holes for 
your handle. Most often the handle is to match that of the sur-
rounding cabinetry. If your handle attaches from the back-side 
of the custom panel, locate the mounting holes while the panel 
is attached to the door and cabinet. After the panel is removed 
from the door, drill the mounting holes from the front, to the 
recommended diameter of the handle manufacturer. Counter 
bore the back-side of the panel so the screw heads do not inter-
fere with the surface of the door.

Step 6: Drill panel mounting holes
Re-clamp the panel to the door per step 5 and drill the screw 
pilot holes for attaching the overlay panel to the door. Select 
the size of the hole from Table C. Be careful not to drill the pilot 
holes through the overlay panel, (1/2” (12.7mm) deep for 3/4” 
(19mm) and 5/8” (15.7mm) panels ).

FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS

Material Type Pilot Hole for #8 Wood Screw
Hardwood 1/8” (3.2mm) Diameter. Pilot Hole
Softwood 7/64 (2.8mm) Diameter. Pilot Hole

Table C

If your refrigerator has a door lock proceed to Step 7. If your 
refrigerator does not have a door lock proceed to Step 9.

NOTE

Step 7: Mark and drill lock hole.
Locate and mark with a pencil the location of the lock hole on 
the overlay panel, this is the hole  in the top corner of the handle 
side of the door. Remove the clamp and remove the overlay 
panel from the door. On the backside of the panel where you 
marked the lock location drill a 13/16” (20.5mm) diameter 
counter bore 7/16” (11.0mm) deep into the overlay panel. Drill a 
15/32” (12.0mm) diameter hole through the overlay panel cen-
tered on the counter bore being careful not to splinter the wood 
on the face side of the panel. (See Figure 12).

Step 8: Assemble the lock parts
Two (2) lock extensions are supplied with the lock. Use the lon-
ger extension for a 3/4” thick overlay panel and the shorter one 
for a 5/8” thick panel. Assemble the lock extension, cam stop 
washer, spring washer, and set screw  to the lock as shown in 
Figure 12 and 13. Install this assembly into the overlay panel and 
secure with the retaining nut using a 15mm socket. Make sure 
the key slot in the lock is vertical.
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Step 5: Drill hinge clearance holes in overlay panel
Set the overlay panel on the door front, align the edges, and 
clamp together. Clamp the panel firmly but be careful not to 
damage the door or the panel. Mark center of hinge adapter 
hole on wood panel, top and bottom. (See Figure 11). Remove 
wood panel from door and drill 5/16” (8mm) diameter clearance 
holes into the overlay panels 3/4” (20mm) deep. These will be 
clearance holes for the top and bottom hinge pins. 

This is also a convenient time to locate and drill the holes for 
your handle. Most often the handle is to match that of the sur-
rounding cabinetry. If your handle attaches from the back-side 
of the custom panel, locate the mounting holes while the panel 
is attached to the door and cabinet. After the panel is removed 
from the door, drill the mounting holes from the front, to the 
recommended diameter of the handle manufacturer. Counter 
bore the back-side of the panel so the screw heads do not inter-
fere with the surface of the door.

Step 6: Drill panel mounting holes
Re-clamp the panel to the door per step 5 and drill the screw 
pilot holes for attaching the overlay panel to the door. Select 
the size of the hole from Table C. Be careful not to drill the pilot 
holes through the overlay panel, (1/2” (12.7mm) deep for 3/4” 
(19mm) and 5/8” (15.7mm) panels ).

FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS

Material Type Pilot Hole for #8 Wood Screw
Hardwood 1/8” (3.2mm) Diameter. Pilot Hole
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If your refrigerator has a door lock proceed to Step 7. If your 
refrigerator does not have a door lock proceed to Step 9.
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Step 7: Mark and drill lock hole.
Locate and mark with a pencil the location of the lock hole on 
the overlay panel, this is the hole  in the top corner of the handle 
side of the door. Remove the clamp and remove the overlay 
panel from the door. On the backside of the panel where you 
marked the lock location drill a 13/16” (20.5mm) diameter 
counter bore 7/16” (11.0mm) deep into the overlay panel. Drill a 
15/32” (12.0mm) diameter hole through the overlay panel cen-
tered on the counter bore being careful not to splinter the wood 
on the face side of the panel. (See Figure 12).

Step 8: Assemble the lock parts
Two (2) lock extensions are supplied with the lock. Use the lon-
ger extension for a 3/4” thick overlay panel and the shorter one 
for a 5/8” thick panel. Assemble the lock extension, cam stop 
washer, spring washer, and set screw  to the lock as shown in 
Figure 12 and 13. Install this assembly into the overlay panel and 
secure with the retaining nut using a 15mm socket. Make sure 
the key slot in the lock is vertical.
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Step 5: Drill hinge clearance holes in overlay panel
Set the overlay panel on the door front, align the edges, and 
clamp together. Clamp the panel firmly but be careful not to 
damage the door or the panel. Mark center of hinge adapter 
hole on wood panel, top and bottom. (See Figure 11). Remove 
wood panel from door and drill 5/16” (8mm) diameter clearance 
holes into the overlay panels 3/4” (20mm) deep. These will be 
clearance holes for the top and bottom hinge pins. 

This is also a convenient time to locate and drill the holes for 
your handle. Most often the handle is to match that of the sur-
rounding cabinetry. If your handle attaches from the back-side 
of the custom panel, locate the mounting holes while the panel 
is attached to the door and cabinet. After the panel is removed 
from the door, drill the mounting holes from the front, to the 
recommended diameter of the handle manufacturer. Counter 
bore the back-side of the panel so the screw heads do not inter-
fere with the surface of the door.

Step 6: Drill panel mounting holes
Re-clamp the panel to the door per step 5 and drill the screw 
pilot holes for attaching the overlay panel to the door. Select 
the size of the hole from Table C. Be careful not to drill the pilot 
holes through the overlay panel, (1/2” (12.7mm) deep for 3/4” 
(19mm) and 5/8” (15.7mm) panels ).
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Material Type Pilot Hole for #8 Wood Screw
Hardwood 1/8” (3.2mm) Diameter. Pilot Hole
Softwood 7/64 (2.8mm) Diameter. Pilot Hole
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If your refrigerator has a door lock proceed to Step 7. If your 
refrigerator does not have a door lock proceed to Step 9.

NOTE

Step 7: Mark and drill lock hole.
Locate and mark with a pencil the location of the lock hole on 
the overlay panel, this is the hole  in the top corner of the handle 
side of the door. Remove the clamp and remove the overlay 
panel from the door. On the backside of the panel where you 
marked the lock location drill a 13/16” (20.5mm) diameter 
counter bore 7/16” (11.0mm) deep into the overlay panel. Drill a 
15/32” (12.0mm) diameter hole through the overlay panel cen-
tered on the counter bore being careful not to splinter the wood 
on the face side of the panel. (See Figure 12).

Step 8: Assemble the lock parts
Two (2) lock extensions are supplied with the lock. Use the lon-
ger extension for a 3/4” thick overlay panel and the shorter one 
for a 5/8” thick panel. Assemble the lock extension, cam stop 
washer, spring washer, and set screw  to the lock as shown in 
Figure 12 and 13. Install this assembly into the overlay panel and 
secure with the retaining nut using a 15mm socket. Make sure 
the key slot in the lock is vertical.
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Step 5: Drill hinge clearance holes in overlay panel
Set the overlay panel on the door front, align the edges, and 
clamp together. Clamp the panel firmly but be careful not to 
damage the door or the panel. Mark center of hinge adapter 
hole on wood panel, top and bottom. (See Figure 11). Remove 
wood panel from door and drill 5/16” (8mm) diameter clearance 
holes into the overlay panels 3/4” (20mm) deep. These will be 
clearance holes for the top and bottom hinge pins. 

This is also a convenient time to locate and drill the holes for 
your handle. Most often the handle is to match that of the sur-
rounding cabinetry. If your handle attaches from the back-side 
of the custom panel, locate the mounting holes while the panel 
is attached to the door and cabinet. After the panel is removed 
from the door, drill the mounting holes from the front, to the 
recommended diameter of the handle manufacturer. Counter 
bore the back-side of the panel so the screw heads do not inter-
fere with the surface of the door.

Step 6: Drill panel mounting holes
Re-clamp the panel to the door per step 5 and drill the screw 
pilot holes for attaching the overlay panel to the door. Select 
the size of the hole from Table C. Be careful not to drill the pilot 
holes through the overlay panel, (1/2” (12.7mm) deep for 3/4” 
(19mm) and 5/8” (15.7mm) panels ).


